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= (54) Title: ENERGY CONVERTING DEVICE 

= (54) Bezeichnung: VORRICHTUNG ZUR UMWANDLUNG VON ENERGIE 




(57) Abstract: The invention relates to an energy converting 
device comprising a gas generator (6) for the production of a 
hydrogen-oxygen mixture and/or brown gas, comprising a re- 
action chamber (19) wherein electrodes (29) are arranged. Said 
reaction chamber (19) is rotauonally-symmetrical with respect 
to an axis (18). Internal defining surfaces (20) of the reaction 
chamber (19) are formed in the region of the jacket (21) of the 
reaction chamber (19) at least in certain areas by internal elec- 
trode surfaces (30, 31) of the electrodes (29) of the gas gener- 
ator (6). 

(57) Zusammenfassung: Die Erfindung betrifft eine Vorrich- 
tung zur Umwandlung von Energie mit einem Gasgenerator 
(6) zur Erzeugung eines Wasserstoff-Sauerstoff-Gemisch 
bzw. von Brown-Gas mit einem Reaktionsraum (19), in dem 
Elektroden (29) angeordnet sind. Der Reaktionsraum (19) 
ist bezuglich einer Achse (18) rotationssymmetrisch geformt, 
wobei innere Begrenzungsflachen (20) des Reaktionsraums 
(19) im Bereich eines Mantels (21) des Reaktionsraums (19) 
zumindest bereichsweise durch innere Elektrodenoberflachen 
(30, 31) der Elektroden (29) des Gasgenerators (6) gebildet 
sind. 
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